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SCOPE OF ACCREDITATION TO ISO/IEC 17025:2017 

ELEMENT MATERIALS TECHNOLOGY NEW BERLIN INC. 

3200 South 166th Street 
New Berlin, WI  53151 

Mark A. Harty       Phone: (262)  901-0522 
 mark.harty@element.com  

MECHANICAL 
 
Valid To:  August 31, 2026 Certificate Number:  0098.02 
 
In recognition of the successful completion of the A2LA evaluation process, accreditation is granted to this 
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Test Technology Scale Range Test 
Method(s)

Third Party Documents 

Hardness Testing
Brinell  500 & 3000 kg MT-03 ASTM E10
Rockwell A, BW, C, EW, 

15N, 30N, 45N, 
15TW, 30TW, 
45TW, MW, RW 



(A2LA Cert. No. 0098.02) 09/20/2024   Page 3 of 5 
 

Test Technology Scale Range Test 
Method(s)

Third Party Documents 

Corrosion Tests
Accelerated Weathering 
Fluorescent (QUV)

PC-13 ASTM G147, G151, G154, D4329, 
D4587, D4674, D5208; SAE J2020

Xenon Arc PC-13 ASTM D2565, D4355, D4459, 
D5071, D6551, D6695, D7869, 
G155; GM9327P (Superseded 2012); 
SAE J2412, J2527

Corrosion Resistance:
Susceptibility, 
Dezincification Resistance

RR-04 ISO 6509-1

Intergranular Corrosion 
Resistance

RR-05 ASTM A262 (Practice A & E), 
A763, G28 

Environmental Compatibility:
Humidity RC-02 ASTM D1735, D2247, D4585; 

GMW14729
Salt Spray (Fog) RC-01 ASTM B117; ISO 9227
Modified Salt Spray (Fog) RC-01 ASTM G85 (A1, A2, A3, A5);  

ISO 9227  
Cyclic Corrosion

 
RC-03 ASTM D5894, G85 (A2, A3, A5); 

GM9540P (Superseded 2012), 
GM9505P (Superseded 2012);  
GMW14872; SAE J2334 

Post-Exposure Evaluations: 
Rusting RC-05 ASTM D610
Blistering RC-05 ASTM D714
Scribed/Non-Scribed RC-05 ASTM D1654 

Coating Evaluation
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Test Technology Scale Range Test 
Method(s)

Third Party Documents 

Welding and Brazing Performance (Operator) and Procedure Qualification Tests
Bend   API STD 1104; AWS B2.1, B2.2, 

B4.0, D1.1, D1.2, D1.5, D3.6M, 
D14.1, D14.3, D14.4, D14.5, D14.6, 
D17.1/17.1M, D18.1; ASME Sec. 
IX; ISO 5173, 9606-1, 9606-2, 
15614-1, 15614-12, 15614-13, 
15614-2; MIL-STD-248D 
(Superseded 1997); NAVSEA 
S9074-AQ-GIB-010/248

Break 
(Fillet Weld) 

  API STD 1104; ASME Sec. IX;
AWS B4.0, D1.1, D1.2, D3.6M, 
D14.1, D14.3, D14.4, D14.5, D14.6, 
D17.1/17.1M; ISO 9606-1, 9606-2;  
MIL-STD-248D (Superseded 1997);  
NAVSEA S9074-AQ-GIB-010/248

Hardness   API STD 1104; AWS B4.0, D3.6M, 
D8.9M, D14.3; BS EN ISO 14271, 
15614-1, 15614-12; MIL-STD-248D 
(Superseded 1997); NAVSEA 
S9074-AQ-GIB-010/248

Impact   AASHTO/AWS D1.5, D14.1, D14.6; 
ASME Sec. IX; AWS D1.1, D3.6M, 






